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	Quote Request Form for

VALVE GATE COLD DECK

Provided by Elmet

	Form AE033 Rev  9/08/10
	Email Completed form to: DMEUS Application Engineering – 
LSR@dme.net

	Stat No.
	     
	Date
	     
	Sales Rep
	     

	Quote Type   FORMCHECKBOX 
 Preliminary   FORMCHECKBOX 
 Firm
	Phone
	     

	CAD Data Supplied   FORMCHECKBOX 
 Yes    FORMCHECKBOX 
 No
	Fax
	     

	If yes, file name      
	Email
	     

	Company
	     
	Contact
	     

	Address
	     
	Phone
	     

	City
	     
	Fax
	     

	State
	    
	Zip
	     
	Email
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Please enter the requested dimensions
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	A & B are required plate dimensions.

C & D are required gate locations

Minimum C and D allowed (each):

  MINI nozzle: 13mm (to mold centerline)
MAXI nozzle: 25 mm (to mold centerline)

Example: If a 2-drop only, minimum center-to-center gate distances:

MINI: 2 x 13mm = 26mm

MAXI: 2 x 25mm = 50mm

L = 173.80 mm (MINI)
   = 153.80 mm (MAXI)

Z = 45.20 mm (MINI)
   = 86.00 mm (MAXI)


	A=       mm                          B=       mm                          C=       mm                    D=       mm  

                                                                                                                    L & Z are standard dimensions


	Number of Nozzles:        (32 nozzle Maximum)

	Does the valve pin require rotational alignment?   FORMCHECKBOX 
 Yes    FORMCHECKBOX 
 No

	Electronic Control Option (for stroke limiter control):   FORMCHECKBOX 
 Yes    FORMCHECKBOX 
 No

	Consisting of pecking motors & external control cabinet for very precise flow adjustment, data can be saved project oriented. If “No” is selected, stroke limiter control will be “manual”. NOTE: Electronic control not available for MINI

	Part Description:
	     
	Part Number:
	     

	Product Drawing Supplied:  FORMCHECKBOX 
 Yes      FORMCHECKBOX 
  No
	Sample Part Supplied:  FORMCHECKBOX 
  Yes      FORMCHECKBOX 
  No

	CAD Data Provided of Part:   FORMCHECKBOX 
  Yes      FORMCHECKBOX 
  No
	Mold Layout Drawing Supplied:   FORMCHECKBOX 
  Yes      FORMCHECKBOX 
  No

	Part Weight:         FORMCHECKBOX 
 grams   FORMCHECKBOX 
 ounces
	Total Shot Weight:      
	

	Material:   FORMCHECKBOX 
  LSR      FORMCHECKBOX 
HTV
	Material Description:      
	

	Locating Ring Diameter:      
	Alignment:   FORMCHECKBOX 
  2 pins      FORMCHECKBOX 
 4 pins      FORMCHECKBOX 
 Elmet to define

	Assembly Screw Orientation:   FORMCHECKBOX 
 From Parting Line      FORMCHECKBOX 
 From Back Side

	Assembly Screw Locations (defined by):   FORMCHECKBOX 
  Elmet      FORMCHECKBOX 
  Customer

	(If defined by customer, please provide a layout of desired assembly screws to attach the cold deck to the mold)

	Method of retaining Cold Deck to Platen:  FORMCHECKBOX 
 Mold Clamps    FORMCHECKBOX 
 Bolt to Platen
If using Mold Clamps, please specify Clamp Ledge requirements  FORMCHECKBOX 
 7/8”   FORMCHECKBOX 
 1-3/8”  Other      
If using Bolt to Platen, please specify: Bolt Size        Direction of Bolts         Platen data for IMM       

	Before concept design may be generated, customer must provide required interface dimension between the cold deck and the machine barrel tip assembly

	DME Company ( 29111 Stephenson Highway ( Madison Heights, MI. 48071
P- 248-398-6000 ( F- 248-398-6174 ( www.dme.net








